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ABSTRACT: Execution planning of building projects is very time-consuming. A multitude of requirements such as local, 
technical and specific project ones have to be considered. This results in a wide choice of possible schedules including 
the assignment of employees and equipment. Often these different solutions are not sufficiently analysed in building 
industry. However, an in-depth investigation of different solutions is very useful not to overrun the projected costs and 
scheduled time. This paper focuses on using a constraint-based simulation model to detail construction tasks and their 
corresponding prerequisites such as constructional dependencies between tasks, necessary resources or availability of 
working space to execute a given task. Adjustable simulation components are developed to be combined to a thorough 
simulation model. By using the composed simulation model practical schedules can be generated and evaluated in 
terms of work flow organisation, utilisation of space and worker’s efficiency as well as process costs. 
KEYWORDS: constraint-based simulation, outfitting processes, construction schedules, resource assignment. 
 
 
1 INTRODUCTION 

The estimation of a successful building realisation is often 
linked to the project criteria quality, time and costs. Often 
it is not possible to find optimum solutions for all criteria. 
For example, an exceeding quality leads to higher costs as 
normal. Thus, a well-elaborated project organisation that 
focuses on a steady work flow and an efficient capacity 
utilisation is necessary to realise a building project suc-
cessfully. Hence, high competence and extensive project 
experience are essential. 
Currently, execution planning of outfitting processes is 
not sufficiently considered. In praxis, processes proceed 
uncoordinated. Consequently, outfitting processes are 
characterized by interferences and disturbances, and are 
planned independently without feedback to the responsi-
ble companies. This affects adversely the execution. Gen-
erally, outfitting processes are characterized by a great 
dependency among each other and different surrounding 
area requirements. These circumstances require an exten-
sive planning and coordination effort. 
The quantity of possible execution solutions is limited by 
requirements. These are, for example, constructional de-
pendencies between the execution work steps, the as-
signment of employees and equipment and the availability 
of working space to execute a given work step. If suffi-
cient working space is not available, workers’ productiv-
ity will be reduced, in consequence projected execution 
time and calculated costs will rise (e.g., Akinci et al. 
2002, Mallasi 2004). Also the local and specific project 
requirements must be carefully pointed out, because they 
might also reduce the quantity of possible execution solu-

tions. The application of simulation models is a promising 
approach to support the planners. 
This paper focuses on using a constraint-based simulation 
model to detail construction tasks and their corresponding 
prerequisites. Adjustable simulation components are de-
veloped which can be combined to a thorough simulation 
model. By means of the composed simulation model prac-
tical schedules can be generated and evaluated in terms of 
work flow organisation, utilisation of space and worker’s 
efficiency as well as process costs, afterwards. This simu-
lation approach is developed within the cooperation SI-
MoFIT - Simulation of Outfitting Processes in Shipbuild-
ing and Civil Engineering. 
 
 
2 CONSTRAINT-BASED SIMULATION 

Using simulation models has several advantages. Simula-
tion models enable users, for example, to visualise mate-
rial flows, to localize manpower bottlenecks or to run 
experiments and what-if scenarios. In manufacturing in-
dustry simulation applications are often used to optimize 
production processes. The applications provide the oppor-
tunity to model global production facilities, local plants or 
specific lines. Modelling of construction sites is quite 
different from modelling of production plants. The con-
struction site layout, for instance, changes during the 
processing, following transport ways and material flows 
have to be adapted. Due to the fact that simulation appli-
cations in manufacturing industry only support static lay-
outs, another simulation approach to describe construction 
processes has to be used. 
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The constraint-based simulation approach guarantees a 
high flexibility of modelling processes. Attributes of 
simulation objects and their relations are described by 
constraints. If additions or new prerequisites occur, an 
adaptation can be achieved easily by defining or remov-
ing certain constraints. If only a few constraints are de-
fined, the solution space will be huge. The more con-
straints are specified the more the solution space is re-
stricted (e.g., Fox and Smith 1984, van Hentenryck et al. 
1996). Thus, the planning problem is to find a practical 
work flow schedule, where all constraints are fulfilled. 
According to Sriprasert and Dawood (2002) three differ-
ent types of constraints are classified to describe the exe-
cution of building projects. These types and some impor-
tant constraints are shown in table 1.  

Table 1. Important Constraints in Construction (according to 
Sriprasert and Dawood 2002). 

Physical 
Constraints 

Contract 
Constraints 

Enabler 
Constraints 

- Technological  - Time - Resources  
 dependencies - Cost  - Requirement 
- Space - Quality  - Availability 
- Safety - Special agreement  - Capacity 
- Environment   - Perfection 
   - Continuity  
  - Information  
   - Requirement  
   - Availability  
   - Perfection  

 
Some of these constraints are binding. Others may be 
bypassed for the sake of an increase in cost, time or risk 
(Sriprasert and Dawood 2002, Sriprasert and Dawood 
2003). Within this approach only physical and enabler 
constraints like technological dependencies, space and 
resource requirements are considered.  
Using constraint-based simulation to solve job-shop 
scheduling problems has been analyzed by Sauer (1998), 
Fox and Smith (1984) and Beck and Fox (1998). It is 
shown, that two types of constraints should be distin-
guished, so-called hard constraints and soft constraints. 
Hard constraints define stringent conditions in construc-
tion processes and have to be fulfilled before a work step 
can be started. Essential technological dependencies and 
resource capacities are defined as hard constraints. Soft 
constraints characterize appropriate dependencies (Sauer 
1998). A complete fulfilment is not necessary. Uncertain 
planning parameters, for example, an indefinite starting 
time of work steps can be described by soft constraints. 
Soft constraints can be relaxed on a limited scale to find 
variable configurations, which solve all constraints (Fox 
and Smith 1984, Beck and Fox 1994). They might be 
helpful, if no solution is detectable. However, soft con-
straints make the modelling of systems more realistic. 
 
 
3 OUTFITTING PROCESS CONSTRAINTS 

For every outfitting work step different hard and soft con-
straints are defined (table 2). The beginning of a work 
step is bound to some global hard constraints (Sauer 

1998). The work step has to be executed without any in-
terruption. Each work step has to be realized by its re-
quired amount of employees, which cannot be deducted 
before finishing the work step. Furthermore, each work 
step will be executed without a change of the working 
position of employees or equipments. 
 
Technological dependencies 

Technological dependencies specify definite sequences 
between processes, outfitting tasks or work steps. Both 
constructional aspects and formal aspects are considered. 
Constructional aspects have to be respected. Otherwise 
bearing capacity might be influenced and cannot be guar-
anteed respectively. Formal aspects describe a practical 
performance of processes, tasks and work steps. For ex-
ample, it is a common practice to first lay the corner-
stones before building the intermediate wall sections to 
achieve dimensional accuracy of a brick wall. 

Table 2. Implemented Outfitting Process Constraints. 

Constraint Examples 
Complete execution of a work step 
without interruption 
Work steps have to be executed at 
least by the defined amount of 
employees  

Global con-
straints 

Work steps have to be executed 
without changes of the positions of 
employee and equipment 

Technological 
dependencies 

Attending stringent rules at execu-
tion - constructional and formal 
aspects are implemented 

Strategies 
Attending predefined execution 
rules - proven formal aspects are 
implemented 

Capacity 
Appointing the amount, qualifica-
tion and productivity of employees 
and equipment  

Availability Limitation of material 

Hard 
Constraints 

Safety Crite-
ria 

Criteria of employment and equip-
ment protection 

Soft 
Constraints Productivity 

Functional bench mark: relations 
between workers productivity and 
offered working space 

 
Strategies  

Strategies are predefined execution rules, which extend 
the technological dependencies. Established process se-
quences can be simulated and analysed. For example, 
assembling strategies of partition walls can be modelled 
to assist the user on deciding which assembling order is 
most useful. The best execution solution can be found by 
means of a closer inspection of the construction site lay-
out (e.g., Riley and Sanvido 1995). For instance, based on 
the current layout the following work order strategies can 
be beneficial to realize an undisturbed execution (figure 
1): 

- in vertical or horizontal ascending order 
- in vertical or horizontal descending order 
- according to the length of walls (a) 
- the shortest walls first 
- longest distance between the working groups (b) 
- using cyclic work patterns 

  



 
Figure 1. Outfitting Work Order Strategies. 

 
Capacity  

Resource capacity describes the amount of serviceable 
employees and equipment. Their quantity is finite. If the 
capacity is exhausted, no more work step can be started. 
The capacity specifies for example skills, productivity of 
employees and equipments output. For different work 
steps various skilled employees can be required. 
 
Availability 

The availability of material is a constraint to control mate-
rial flows. Close to a working place the space to store 
required material often is limited. Thus, storage areas near 
by the working place have to be found. Otherwise in-time 
delivery has to be disposed. The unavailability of material 
corresponds to the possibility of supply bottlenecks in 
production. 
 
Safety criteria 

To protect employees and to assure the right exposure to 
the equipment, safety criteria have to be considered. If 
prescribed safety criteria cannot be obeyed, work steps 
cannot start. Typical safety criteria are distances between 
persons and machines, maximum working time for 
equipment and personnel or essential needed working 
space (e.g., Akinci et al. 2002). 
 
Productivity 

As explained it is possible to relax soft constraints within 
a limited scale. A fulfilment is expedient and for that rea-
son to aspire. Currently, within this approach, one soft 
constraint is implemented: worker’s productivity (Beck 
and Fox 1994, Mallasi 2004). An employee only achieves 
100 percent productivity, if required work space is of-
fered. Productiveness will rapidly fall, if this operating 
range cannot be guaranteed. The complex coherence be-
tween free working space and productivity of employees 
needs to be simplified. Currently, the worker’s productiv-
ity value is described by a linear function. 
 
 
4 CONSTRAINT-BASED SIMULATION OF OUT-

FITTING PROCESSES 

Outfitting processes of building projects consist in several 
construction tasks. Each outfitting task, like erecting a 
partition wall, is decomposed into work steps like plaster-
ing or installing a stub. This simulation approach focuses 
on simulating each single work step. Each work step has a 
current state – not started, started and finished – and re-
quires a certain execution time. Before a simulation run 

can start, all work steps, hard and soft constraints, mate-
rial elements, the construction site and resources like em-
ployees and equipment have to be defined.  
The following procedure describes the detection of work 
steps that can be started at the current simulation time:  

1. A work step can be executed, if all associated hard 
constraints are fulfilled. All not started work steps are 
checked up on satisfying these criteria. These work 
steps are stored in a special set of executable work 
steps. 

2. Further, the fulfilment of soft constraints has to be 
checked for all executable work steps. Executable 
work steps have to be ordered by the percentage of 
their soft constraints fulfilment. Only the first work 
step of this list can be started. If several work steps 
fulfil their constraints in equal measure one of them is 
chosen randomly. 

3. After starting a work step, its state changes from “not 
started” to “started”. Work steps’ presupposed objects 
like certain material, resources, equipment and work-
ing space are locked during its execution. Following 
locked objects cannot be used by other work steps. 
Subsequently, all “not started” work steps have to be 
checked up again on fulfilment of their hard and soft 
constraints by going to step one.  

The simulation time is continuously checked during a 
simulation run. Every started work step has a certain re-
maining time. If the remaining time of a work step is ex-
pired, the work step has to be stopped by the following 
sequence: 

1. The state of a stopped work step has to be set to “fin-
ished”. 

2. All locked material, resources, equipments and work-
ing spaces have to be unlocked and therefore can be 
used by other work steps. 

The simulation will be repeated until all work steps are 
finished. Starting and finishing a work step as well as 
locking and unlocking material, resources, equipment and 
working space are documented. In result one simulation 
run calculates one practical execution schedule, one mate-
rial flow as well as utilisation of employees and equip-
ment. A quantifying of simulated solutions is not intended 
by the simulation itself. The overall goal is to simulate 
different practical solutions for execution, which can be 
analysed regarding principal guidelines such as time, cost 
and quality afterwards. 
 
 
5 DISCRETE-EVENT SIMULATION FRAMEWORK 

The presented constraint-based simulation approach was 
implemented by using the discrete-event simulation pro-
gram Plant Simulation from Tecnomatix Technologies 
Ltd. Within a simulation run a discrete-event simulation 
program only inspects points in time, at which events 
occur. Typical events are, for example, a work step is 
starting or a material element is entering a certain storage 
area. The time between two succeeding events is not con-
sidered. A discrete-event simulation program calculates 
the time from starting a work step until it is finished. The 
calculated end of term is stored as an event into a list of 
scheduled events. Thus, the simulation time leaps from 
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event to event. To build up a constraint-based simulation 
model for outfitting processes in building engineering, a 
simulation framework was developed. The simulation 
framework consists of different re-usable components, for 
example, to generate data, to check constraints, to lock 
work spaces, to manage resources or material and to con-
trol work steps. The simulation toolkit for shipbuilding of 
the “Simulation Cooperation in the Maritime Industries” 
community (SimCoMar) is used to implement this 
framework for outfitting processes. 
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Data generation 

The manual definition of all required data for a special 
construction project is very time-consuming. Therefore, 
some components and interfaces to support the data gen-
eration were implemented. For each outfitting process a 
separate data generator has to be defined using a special 
data generator interface. This interface provides methods 
to create material sheets, work steps and work step con-
straints for a certain outfitting component (figure 2). Be-
fore the defined data generators can be used, they have to 
be registered to a central data generation component. Cur-
rently, a drywall data generator is implemented. 

 
Figure 2. Data Generation Concept. 

 
Work step container 

Generated work steps are stored in a work step container. 
Each work step has a unique identifier, associated outfit-
ting components and a current state. The work step con-
tainer records every modification of a work step state. 
Thus, an associated work schedule can be created. 
 
Material administration 

The material administration component defines several 
material elements belonging to a work step based on its 
generated material sheet. Using the material administra-
tion all required material elements of an active work step 
can be requested. Furthermore, some statistical evalua-
tions of material availability and material storage are sup-
ported by the material administration. 
 
Resource administration 

The resource administration component was implemented 
to assign and to release required resources of a work step. 
Resources are, as per description, employees or work 
equipment. All these resources have to be specified by the 
user manually. To analyze the resources workloads, each 
access to an employee or work equipment is recorded. 

Currently, only employees and their technical skills are 
implemented. 
 
Constraint management 

The constraint management component consists of differ-
ent sub-components. For each constraint type a separate 
component was implemented (figure 3). The generated 
constraints are assigned to their corresponding constraint 
type components. Each sub-component provides a method 
to check the related constraints of a denoted work step. 
The constraint management component tests all work 
steps to get the next executable work steps. 

 
Figure 3. Constraint Management Concept. 

 
Space management 

An important objective of this simulation approach is the 
consideration of required work spaces as constraints. A 
special grid component was developed to lock and unlock 
work areas. 
 
Workflow control 

Every outfitting simulation model contains a workflow 
component to control different work steps and to generate 
their events. An essential function of the workflow con-
trol is to start the next executable work steps randomly. 
Appropriate methods were implemented to inquire neces-
sary material elements or resources from the material or 
resource administration. Furthermore, methods to lock or 
unlock work spaces to provide safety criteria were added. 
 
 
6 EXAMPLE: ASSEMBLING DRYWALLS  

Within this research activity assembling drywalls of a 
building storey is the first implemented outfitting process. 
In this example thirteen drywalls have to be installed (fig-
ure 4). The material sheet of these drywalls includes the 
number of intumescent strip rolls, U-channels, C-studs, 
plasterboards, loft insulating rolls and plaster bags. De-
pending on drywall lengths and a desired distance be-
tween the C-studs, material sheets can be generated by 
using the implemented drywall data generator. 



 
Figure 4. Building Storey with thirteen Drywalls. 

6.1 Drywall work steps 

The assembling process of a drywall consists of eight 
work step types: calibrating the wall, sticking intumescent 
strips and U-channels together, fixing U-channels at ceil-
ing or floor, installing C-studs, fixing plasterboards first 
side, filling loft insulation material, fixing plasterboards 
second side and plastering drywall. Currently, work steps 
like cutting material and mixing plaster are not consid-
ered. For each material element, separate work steps and 
their execution positions have to be calculated based on 
these eight work step types. For example assembling a 
drywall of length 4 m and distance of 0.625 m between 
the C-studs consists of seven work steps installing C-
studs and eight work steps fixing plasterboards. Each 
work step was generated and passed to the workflow con-
trol. The execution time of each work step was calculated 
based on well-known working time standard values (e.g., 
IZB 2002). For example, generally a worker needs about 
0.1 h/m2 to fill insulation material. 
 
6.2 Drywall constraints 

In the next generation step constraints for assembling a 
drywall have to be specified. Within the drywall generator 
the technological dependencies are defined, as shown in 
figure 5. Sticking an intumescent strip and a U-channel 
together, for example, needs as finishing work step a cali-
bration of the drywall. Another example, before a worker 
can fix a plasterboard element at a certain position, all C-
studs in the range have to be installed. 

Generally, certain material and resources are required to 
execute a drywall work step. For example, to execute the 
work step “sticking strip and U-channel together”, an em-
ployee with the skill “drywall constructing”, an intumes-
cent strip roll and a U-channel element is needed. For 
each drywall work step type a procedure to generate the 
constraints was implemented. 
Due to safety at work aspects it is reasonable to ensure a 
minimum of work space to execute a work step. For this 
example, at least a free operating range of one meter is 
necessary to execute a work step. This requirement can be 
described by a safety criteria constraint. Furthermore, 
labor productivity constraints are defined to consider dif-
ferent worker’s productivity levels depending on the 
available operating range. It will be set to 100 percent if 
an operating range of three meter is available. The calcu-
lation between one and three meter available operating 
range is simplified as a linear function. 
 
6.3 Resource definition 

For each simulation run resources have to be defined 
manually. In the presented example only technical skills 
and workers are specified. To execute all drywall work 
steps the following skills are required: calibrating, dry-
wall constructing, filling insulation material and plaster-
ing. Based on these skills different types of employees are 
defined:  

- foreman: all skills 
- drywall worker: drywall constructing, filling insula-

tion material and plastering 
- laborer: filling insulation material and plastering skill 

 

 
Figure 5. Technological Dependencies between Drywall Work Steps. 
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6.4 Simulation and evaluation 

Simulation results of the visualized drywall example are 
as follows. Four possible employee variations were de-
termined. The different employee variations of foremen, 
drywall workers and laborers are shown in table 3. 
Table 3. Employee variations in 4 experiments. 

 
For each employee variation 1000 simulation runs have 
been performed randomly. Within these simulation runs 
the same drywall work steps, constraints and material 
sheets are generated. For each simulation run the work 
step schedule and the workload of employees was re-
corded and can be evaluated afterwards. Furthermore, 
every simulation run can be animated using the discrete-
event simulation program and be used for visual control 
of the simulation progress. The implemented simulation 
model and a snapshot of a simulation step are shown in 
figure 6. 
At this stage only results of net working time are evalu-
ated. Minimum and maximum net working time as well 
as average and standard deviation are shown in table 4. In 
this example the shortest net working time is given for the 
assignment of two foremen, four drywall workers and 
four laborers (experiment 4). 
Not only net working times are important but also costs 
and workloads have to be observed. In this case, the fol-
lowing wages per hour are assumed: foreman 28 
EURO/h, drywall worker 21 EURO/h and laborer 11 
EURO/h. Workers costs and average workloads of the 
defined employee types are shown in table 5. Costs and 
workloads are calculated based on the shortest simulation 
run of each experiment. 
 
 

Table 4. Working Time Results from experiments. 

 
 

Table 5. Costs and Workload Results from experiments. 

 
 
Table 5 shows the calculated results. In experiment 4 the 
shortest net working time was attained. This experiment 
proves to be at the same time inappropriate in considera-
tion of costs and workers’ workload. Workers, especially 
laborers, but also the foremen and drywall workers are 
not used to full capacity, which causes additional costs for 
idleness. An advanced utilization to lower costs is shown 
in experiment 3. The needed execution time is about 20 
percent higher. Considering principal guidelines, the pro-
ject planners have to appoint a number of employees, 
which solves the project management criteria for a steady 
work flow and an efficient capacity utilisation. The appli-
cation of Monte-Carlo Simulation cannot guarantee to 
find the optimum solution. However, this approach gener-
ates a multitude of practical schedules that can be ana-
lyzed and visualized to define an optimized solution 
manually.  
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Figure 6. Animation Snapshot of a Simulation Step. 
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7 CONCLUSIONS 

Execution processes of building projects are very com-
plex. Thus, in execution planning a multitude of require-
ments like technological dependencies and safety criteria 
have to be considered as well as principal guidelines, such 
as time, cost and quality. A high competence is demanded 
by the planners to take all these different influences into 
account. This paper introduces simulation as an appropri-
ate instrument to support the planning process. Con-
straint-based simulation models are highlighted since they 
allow modelling dynamic structures. Requirements can be 
easily defined or adapted by adding or removing con-
straints.  
Currently, in order to model outfitting processes, the fol-
lowing constraints have been considered: global hard con-
straints, technological dependencies, strategies, capacity, 
availability, safety criteria and productivity. To imple-
ment this approach, a discrete-event simulation frame-
work has been chosen and a lab tested research is pre-
sented. The result is, that practical schedules can be gen-
erated to evaluate worker’s efficiency, utilisation of space 
as well as process costs by using a constraint based simu-
lation model (e. g., Zhang et al. 2005, Mallasi 2004). 
In future work, the defined drywall data generator com-
ponent has to be enhanced and completed respectively. 
Constraints like assembling or production control strate-
gies have to be added to offer the opportunity to analyze 
certain scenarios. A further component is projected and 
has to be implemented to broaden the models’ realistic 
behaviour: a storage area control component. The pro-
jected component estimates the storey area regarding exe-
cution processing in order to find certain storage areas. 
The area is divided into sub-areas, which are valued re-
garding their suitability for storage. Adequate storage 
areas are important to guarantee an undisturbed execution 
flow. If sufficient storage area cannot be offered, further 
attention should be paid to supply of material and equip-
ments’ disposability in the planning process. Further im-
plementation of fuzzy-techniques to describe soft con-
straints is on the research agenda. Actually, the complex 
coherence between free working space and productivity 
of employees is described by a linear function, which is a 
simplified representation. By implementing fuzzy-
techniques, the relaxing character of soft constraints could 
be better delineated.  
In addition, further components, like transport processes, 
have to be modelled and implemented. These components 
can be combined to a thorough simulation model. There-
fore, special global constraints have to be considered, for 
example, to connect outfitting and transport processes. 
Besides supporting the planning process, another applica-
tion for this composed simulation model is to draw prog-
noses. Based on the actual execution status, the further 
execution can be simulated. Thus, the simulation model 
enables a steady control of fulfilment of the execution and 
planning guidelines. 
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